ALL NON—-CURRENT CARRYING METALLIC PARTS TO BE BONDED
TO NEUTRAL AND EFFECTIVELY GROUNDED

WOOD POST MINIMUM 4" X 4"

GROUND WIRE CONNECTED TO METER

PER NEC

SOCKET NEUTRAL/GROUND TERMINAL

#6 CU STAPLED TO POST

—=———— BREAKERS & OUTLETS

RISER TO BE PLUM AND FASTENED
SECURELY TO THE POLE IN A MANNER
SIMILAR TQ THAT SHOWN HERE

4’ MIN
6" MAX
HEIGHT

MINIMUM 8' GROUND
ROD PER NEC

NOTES:

1-1/4" GRC CONDUIT MIN. OR
SCHEDULE 80 PVC

/ COMPACTED BACKFILL
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METAL CONDUIT INSTALLED BELOW
18" ) GRADE SHALL BE SUITABLY
30" COVERED FOR CORROSION
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CONDUCTOR

1. 3 WIRE, 240 VOLT, METER SOCKETS AND BREAKER ARE REQUIRED AND SHALL MEET NEC REQUIREMENTS.
2. ALL EQUIPMENT SHALL BE FURNISHED AND INSTALLED BY THE CUSTOMER,
3. COMMERCIAL TEMPORARY METERING SHALL FOLLOW THE COLD SEQUENCING GUIDELINES AND REQUIRE THE
INSTALLATION OF FAULT LIMITING DISCONNECTS ON THE LINE SIDE OF THE METER. FUSE SIZE AND TYPE
SHALL LIMIT THE FAULT CURRENT TO THE METER HOUSING TO BE 10,000 AMPS OR LESS.
4. ADDRESS MUST BE PROMINENTLY POSTED ON TEMPORARY SERVICE.

ACCESS TO TRANSFORMERS ENCLOSURES MUST BE COORDINATED WITH LPC

125 & 250 VOLT RECEPTACLES GFI PROTECTED PER NEC
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7. CALL 1-800-922-1987 TO OBTAIN UTILITY LOCATES
8. MAINTAIN CLEARANCES FROM ALL UTILITIES

TEMPORARY POWER POST TYPE
METER INSTALLATION

SCALE: Not to Scale
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